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Certified that this NIT contains 36 (Thirty six) pages only.

 Draft NIT for  Rs. 7,08,477/- ( Rs. Seven lac eight thousand four hundred seventy seven  Only)  
 Executive Engineer
CBMD M 322, PWD, Delhi
PWD TENDER NOTICE
 NIT NO.     

.

The Executive Engineer, Civil Building Maintenance Division M-322, PWD, (GNCTD),  Under ISBT Flyover, Kashmere Gate, Delhi, invites, on behalf of the President of India, percentage rate tenders from approved and  eligible contractors of CPWD for the work : 

The enlistment  of the contractor  should be valid on the last date of sale of  tenders.

Name of Work: Renovation work at Tool Room & Training Centre at Wazirpur Industrial Area, Delhi (SH: Construction of compressor room, aluminium partition work, false ceiling & PVC tile flooring etc. at rooms)
Estimated cost :
Rs. 7,08,477/-
Earnest money : Rs 14,170/-
Time allowed :
3 Months 
, 

Last date of receipt of application 12.05.2008 upto 1600 hrs.  Last date of issue of tender documents 13.05.2008 Cost of tender documents : Rs.500/-. Date and time of opening of tenders 15.05.2008 at 1530 hrs.

The tender document shall be issued to those intending tenderer who have valid TIN and submit attested copies of such upto date documents/ returns filed or submitted to the department of Trade & Taxes, Delhi Govt., alongwith the undertaking that the upto date returns have been filed. 

Earnest money should be deposited along with application seeking issue of tender documents in the form of receipt treasury challan/deposit at call receipt of a scheduled bank/fixed deposit receipt of a scheduled bank/demand draft of a scheduled bank issued in favour of Executive Engineer, CBMD-M322, Delhi Tender documents are also available on www.delhigovt.nic.in/tender, which can be downloaded for tendering.

For downloaded tenders, the tenderers are required to submit the earnest money alongwith the cost of tender in the appropriate form as given above and requisite documents in support of their eligibility upto the last date of receipt of application for purchase of tender for the work as mentioned above.

The tenderer shall be banned for taking work in CPWD if the details submitted by him are not found correct at any later stage.  The department  reserves the rights to verify the details submitted by the tenderers

 
Not to be published below this line
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GOVERNMENT OF DELHI

PUBLIC WORKS DEPARTMENT

NOTICE INVITING TENDER

1       Percentage rate tenders are invited on behalf of the President of India from approved and eligible contractors of CPWD for the work of  :-
Renovation work at Tool Room & Training Centre at Wazirpur Industrial Area, Delhi (SH: Construction of compressor room, aluminium partition work, false ceiling & PVC tile flooring etc. at rooms)


The enlistment  of the contractor  should be valid on the last date of sale of  tenders. 

In case of only the last date of sale of tenders is extended, the enlistment of contractor should be valid on the original date of sale of tenders.
In case both the last date of receipt of application and sale of tenders are extended, the enlistment of contractor should be valid on either of the two dates i.e. original date of sale of tender or on the extended date of sale of tenders.
1.1
The work is estimated  to cost Rs  7,08,477/-  This estimate, however, is given merely as a rough guide.

1.1.1
The authority competent to approve NIT for the combined cost and belonging to the major discipline will consolidate NITs for calling the tenders.  He will also nominate Division which will deal with all matters relating to the invitation of tenders.


For composite tender, besides indicating the combined estimated cost put to tender, should clearly indicate the estimated cost of each component separately.  The eligibility of tenderer will correspond to the combined estimated cost of different components put to tender.

1.2 Tenders will be issued to eligible contractors provided they produce definite proof from the appropriate authority, which shall be to the satisfaction of the competent authority, of having satisfactorily completed similar works of magnitude specified below. 

             Criteria of eligibility for issue of tender documents :
1.3        
Three similar works each costing not less than Rs. ……… Lac or two similar works each costing not less than Rs ………. lac or one similar work costing not less than Rs. ………. Lac in last 7 years ending ………… (Date) For the purpose of this clause ‘Similar Work’ means the work of……………………………
Note :  Above condition is applicable (1) for CPWD as well as Non CPWD contractors for works estimated to cost  above Rs. 10 Crores (2) Only for Non CPWD contractors for works estimated to cost upto Rs. 10 Crores.

* Delete if not applicable

2.
Agreement shall be drawn with the successful tenderer on prescribed Form No. CPWD 7 which is available as a Govt. of India Publication. Tenderer shall quote his rates as per various terms and conditions of the said form which will form part of the agreement.

3.
The time allowed for carrying out the work will be 3 Months from the date of start as defined in schedule ‘F’ or from the first day of handing over of the site, whichever is later, in accordance with the phasing, if any, indicated in the tender documents.
4.          The site for the work is available **/ The site for the work shall be made available in parts as specified below** :
5.
Applications for issue of forms shall be received by Executive Engineer, CBMD M 322 (4.00 PM) and tender documents shall be issued by Executive Engineer, CBMD M 322 (4.00 PM).


Tender documents consisting of plans, specifications, the schedule of quantities of the various classes of work to be done and the set of terms & conditions of contract to be complied with by the contractor whose tender may be accepted and other necessary documents can be seen in the office of the The Executive Engineer, CBMD-M322,  Delhi.-110 006,  between hours of 11.00 am & 4.00 p.m. from 29.04.2008 to 12.05.2008 everyday except on Sundays and Public Holidays. Tender documents, excluding standard form, will be issued from his office during the hours specified above, on payment of the following 

             (i)  Rs. 500/- (Rupees Five Hundred ) Only in cash as cost of tender and 

             (ii) Earnest money of Rs. 14,170/- in cash (up to Rs. 10,000/-)/ Receipt Treasury Challan / Deposit at Call Receipt of a Scheduled Bank / Fixed Deposit Receipt of a Scheduled Bank  / Demand Draft of a Scheduled Bank issued in favour of The The Executive Engineer, CBMD-M322,  Delhi.-110 006  50% of earnest money for Rs. 20 lac, whichever is less, will have to be deposited in the shape prescribed above and  balance amount of earnest money, can be accepted in the form of bank guarantee issued by a scheduled bank.

6.
Tenders, which should always be placed in sealed envelope, with the name of work and due date written on the envelopes, will be received by the The The Executive Engineer, CBMD-M322,  Delhi.-110 006. upto 3.00 pm on 15.05.2008 and will be opened by him or his authorized representative in his office on the same day at 3.30 pm.

7.
The Contractor whose tender is accepted, will be required to furnish performance guarantee of 5% (Five Percent) of the tendered amount within the period specified in Schedule F. This guarantee shall be in the form of cash (in case guarantee amount is less than Rs. 10,000/-) or Deposit at call receipt of any scheduled bank/Banker’s cheque of any scheduled bank/Demand Draft of any scheduled bank/Pay order of any  scheduled bank (in case guarantee amount is less than Rs. 1,00,000/-) or Government Securities or Fixed Deposit Receipts or Guarantee Bonds of any Scheduled Bank or the State Bank of India in accordance with the prescribed form.

8.
The description of the work is as follows :

Renovation work at Tool Room & Training Centre at Wazirpur Industrial Area, Delhi (SH: Construction of compressor room, aluminium partition work, false ceiling & PVC tile flooring etc. at rooms)
            Copies of other drawings and documents pertaining to the works will be open for inspection by the tenderers at the office of the above mentioned officer.

             
Tenderers are advised to inspect and examine the site and its surroundings and satisfy themselves before submitting their tenders as to the nature of the ground and sub-soil (so far as is practicable), the form and nature of the site, the means of access to the site, the accommodation they may require and in general shall themselves obtain all necessary information as to risks, contingencies and other circumstances which may influence or affect their tender. A tenderer shall be deemed to have full knowledge of the site whether he inspects it or not and no extra charges consequent on any misunderstanding or otherwise shall be allowed.   The tenderer shall be responsible for arranging and maintaining at his own cost all materials, tools & plants, water, electricity, access, facilities for workers and all other services required for executing the work unless otherwise specifically provided for in the contract documents.  Submission of a tender by a tenderer implies that he has read this notice and all other contract documents and has made himself aware of the scope and specifications of the work to be done and of conditions and rates at which stores, tools and plant etc. will be issued to him by the Government and local conditions and other factors having a bearing on the execution of the work.

9.
The competent authority on behalf of the President of India does not bind itself to accept the lowest or any other tender, and reserves to himself the authority to reject any or all the tenders received without the assignment of any reason.   All tenders, in which any of the prescribed condition is  not fulfilled or any condition including that of conditional rebate is put forth by the tenderer shall be summarily rejected.

10.
Canvassing whether directly or indirectly, in connection with tenders is strictly prohibited and the tenders submitted by the contractors who resort to canvassing will be liable to rejection.

11.
The competent authority on behalf of the President of India reserves to himself the right of accepting the whole or any part of the tender and the tenderer shall be bound to perform the same at the rate quoted.

12.
The contractor shall not be permitted to tender for works in the CPWD Circle (responsible for award and execution of contracts) in which his near relative is posted as Divisional Accountant or as an officer in any capacity between the grades of Superintending Engineer and Junior Engineer (both inclusive).  He shall also intimate the names of persons who are working with him in any capacity or are subsequently employed by him and who are near relative to any gazetted officer in the Central Public Works Department or in the Ministry of Urban Development.  Any breach of this condition by the contractor would render him liable to be removed from the approved list of contractors of this Department.

13.
No engineer of gazetted rank or other gazetted officer employed in Engineering or Administrative duties in an Engineering Department of the Government of India is allowed to work as a contractor for a period of one years after his retirement from Government service, without the previous permission of the Government of India in writing.   This contract is liable to be cancelled if either the contractor or any of his employees is found any time to be such a person who had not obtained the permission of the Government of India as aforesaid before submission of the tender or engagement in the contractor’s service.

14.
The tender for the work shall remain open for acceptance for a period of  sixty days from the date of  opening of tenders. If any tenderer withdraws his tender before the said period or issue of letter of acceptance whichever is earlier, or makes any modifications in the terms and conditions of the tender which are not acceptable to the department, then the Government shall, without prejudice to any other right or remedy, be at liberty to forfeit 50% of the said earnest money as aforesaid. Further the tenderer shall not be allowed to participate in the re-tendering process of the work.

15.
This notice inviting tender shall form a part of the contract document. The successful tenderer / contractor, on acceptance of his tender by the accepting authority, shall within 15 days from the stipulated date of start of the work sign the contract consisting of :-

a) The notice inviting tender, all the documents including additional conditions, specifications and drawings, if any, forming the tender as issued at the time of invitation of tender and acceptance thereof together with any correspondence leading thereto.

b) Standard CPWD form 7
16
For Composite Tenders :
16.1.1
The tenderer must associate with himself agencies of the appropriate class eligible to tender for   the other components individually.

16.1.2
It will be obligatory on the part of the tenderer to sign the tender documents for all the components.  (The schedule of quantities, conditions and special conditions etc.)

16.1.3 After the work is awarded, the contractor will have to enter into separate agreements for each component with the officer concerned.

16.1.4 Executive Engineer in charge of minor component shall make interim payment in support of minor component of work. Executive Engineer in charge of the major component shall make the payment against final bid of the composite contract.   .

16.2
The Executive Engineer in charge of the major component will call tenders for the composite   work. The cost of tender document and earnest money will be fixed with respect to the combined estimated cost put to tender for the composite tender. Security deposit will be worked out separately for each component corresponding to the estimated cost of the respective component of works.  The earnest money will become part of the security deposit of the major component of work.

16.3
On acceptance of the composite tender by the competent authority, the letter of award will be issued by the Executive Engineer in charge of the major component on behalf of the President of India, making it clear in the letter of award that the contractor will have to execute separate agreements for different components of work with the concerned officers of the respective discipline (Designation to be given).  
                                                               *Signature of Divisional Officer/Sub-divisional officer

For & on behalf of President of India

CONDITIONS FOR DOWNLOADED TENDERS :

The tender documents are also available on www.delhigovt.nic.in/tender, which can be downloaded for tendering. The tenderer shall pay the cost of tender documents and earnest money in the prescribed form on or before the last date of receipt of applications for issue of forms, as specified in clause 5 supra failing which downloaded tenders will not be considered.

Tenderers making use of downloaded tender documents shall seal the tender, affix their initials and put rubber stamp on each page before submission. Photocopy of downloaded tender documents can not be used for tendering. Incomplete tenders shall be summarily rejected. If downloaded tender is accepted for award of work then agreement shall be drawn on original documents available with the department.   
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GOVERNMENT OF DELHI

PUBLIC WORKS DEPARTMENT

STATE
 :  Delhi
                                                                                    
                    CIRCLE    :      M32    

BRANCH : B & R                                         

                        
                    DIVISION  : CBMD- M 322

ZONE      :  M3                                                     
    


       SUB DIVISION  : M 3222
Percentage Rate Tender & Contract for Works

          Tender for the work of :-  Renovation work at Tool Room & Training Centre at Wazirpur Industrial Area, Delhi (SH: Construction of compressor room, aluminium partition work, false ceiling & PVC tile flooring etc. at rooms)

(i)      To be submitted by 1500 hours on 15.05.2008 to The Executive Engineer, CBMD-M322,  Delhi.- 110 006
(i) To be opened in presence of tenderers who may be present at 1530 hours on 15.05.2008 in the office of  The Executive Engineer, CBMD-M322,  Delhi.-110 006
Issued to :__________________________________________________________

(Contractor)

Signature of Officer issuing the documents ________________________________________

Designation __________________________________________________________________





                  

Date of Issue _______________________________________________________________

T E N D E R


I / We have read and examined the notice inviting tender, schedule A, B, C, D, E & F,  Specifications applicable, Drawings & Designs, General Rules and Directions, Conditions of Contract, Clauses of Contract, Special Conditions, Schedule of Rate & other documents and Rules referred to in the Conditions of Contract and all other contents in the tender document for the work.


I/We hereby tender for the execution of the work specified for the President of India within the time specified in Schedule ‘F’, viz. schedule of quantities and in accordance in all respects with the specifications, designs, drawings and instructions in writing referred to in Rule-1 of General Rules and Directions and in Clause 11 of the Conditions of Contract and with such materials as are provided for, by, and in respects in accordance with, such conditions so far as applicable.


I/We agree to keep the tender open for sixty (60) days from the due date of its opening  and not to make any modifications in its terms and conditions.


A sum of Rs 14,170/- has been deposited in cash/ Receipt Treasury Challan/ Deposit at Call Receipt of a Scheduled Bank/Fixed Deposit Receipt of a Scheduled Bank/Demand Draft of a Scheduled Bank/ bank guarantee issued by a scheduled bank  as earnest money.  If  I/ We fail to furnish the prescribed performance guarantee within prescribed period, I/ we agree that the said President of India or his successors in office shall without prejudice to any other right or remedy, be at liberty to forfeit the said earnest money and the performance guarantee absolutely., otherwise the said earnest money shall be retained by him towards security deposit to execute all the work referred to in the tender documents upon the terms and conditions contained or referred to therein and to carry out such deviation as may be ordered, up to maximum of the percentage mentioned in schedule ‘F’ and those in excess of that limit at the rates to be determined in accordance with the provision contained in clause 12.2 and 12.3 of the tender form. Further,  I/we agree that in case of forfeiture of earnest money or both earnest money & performance guarantee as aforesaid, I/We shall be debarred for participation in the re-tendering process of the work


I/We hereby declare that I/we shall treat the tender documents, drawings and other records connected with the work as secret /confidential documents and shall not communicate information derived there from to any person other than a person to whom I/We am/are authorized to communicate the same or use the information in any manner prejudicial to the safety of the State.


Dated








                                                                                          Signature of Contractor

                                                                                                                  Postal Address


Witness :

Address :

Occupation :

ACCEPTANCE

The above tender ( as modified by you as provided in the letters mentioned hereunder) is accepted by me for and on behalf of the President of India for a sum of Rs.____________________________ (Rupees ___________________________________________________________________________).

The letters referred to below shall form part of this contract agreement:

a)

b)

c)






                    For & on behalf of the President of India

                                                                                                     Signature………………………………


Dated ………………                                                                     Designation……………………………

SCHEDULES

SCHEDULE ‘A’

Schedule of quantities                                                      page no 27 to 36 

SCHEDULE ‘B’

Schedule of materials to be issued to the contractor.

	S. No.
	Description of item
	Quantity 
	Rates in figures & words at which the material will be charged to the contractor
	Place of issue

	1
	2
	3
	4
	5

	NIL


SCHEDULE ‘C’

Tools and plants to be hired to the contractor

	Sl. No.
	Description
	Hire charges per day
	Place of issue

	1
	2
	3
	4

	--NIL-- 


SCHEDULE ‘D’

Extra schedule for specific requirements/documents for the work, if any :  

SCHEDULE ‘E’

Schedule of component of cement, steel, other materials, labour etc. for price escalation.: 
          NA 

CLAUSE 10 CC

Component of Cement - expressed as percent of total value of work  Xc……  %

Component of Steel     -  expressed as percent of total value of work  Xs……. %


Component of civil (except cement and steel)/electrical 

construction materials  - expressed as percent of total value of work Xm……. %
                   NA

Component of Labour   - expressed as percent of total value of work   Y…….. %

Component of POL       - expressed as percent of total value of work    Z…..… %

 SCHEDULE ‘F’

 Reference to General Conditions of Contract : General Conditions of Contract 2008 with up to date  correction slips.

 Name of work:  Renovation work at Tool Room & Training Centre at Wazirpur Industrial Area, Delhi (SH: Construction of compressor room, aluminium partition work, false ceiling & PVC tile flooring etc. at rooms)
Total Estimated cost of work : 
 Rs 7,08,477/-  
Earnest money                :
   Rs 14,170/-      

Performance guarantee   :  5% of tendered value

Security deposit               :
 5% of tendered value.

GENERAL RULES & DIRECTIONS : 


Officer inviting tender
 :
                     The Executive Engineer, CBMD-M322,  Delhi.-110 006.

Maximum  percentage for 

quantity  of   items of work to be   executed  

beyond which  rates  are  to be determined in

accordance with Clauses 12.2 & 12.3.  

 see below

Definitions: 

2(v)Engineer-in-charge :   


  Executive Engineer, CBMD-M322
2(viii) Accepting Authority
:
Superintending Engineer, CBMC-M32 

2(x) Percentage on cost of 

       materials and labour to cover 

       all overheads and profits:

10% (Ten per cent)

2(xi)  Standard Schedule of Rates:
  
 DSR 2007  with upto date correction slips.
2(xii)  Department 
:            Public Work Department, GNCTD

 9(ii) Standard CPWD contract form :
 CPWD form 7 as modified and corrected upto date

	Clause 1
	
	

	i)
	Time allowed for submission of Performance Guarantee from the date of issue of letter of acceptance. 
	7 days

	ii)
	Maximum allowable extension beyond the period as provided in i) above.
	3days


	Clause 2
	Authority for fixing compensation under clause 2 
	1. Superintending Engineer Civil Building Maintenance Circle M-32, PWD,(GNCTD)

	
	
	

	Clause 2A
	Whether Clause 2A shall be applicable
	Yes

	
	
	

	Clause 5
	Number of days from the date of issue of letter of acceptance for reckoning date of start  

Mile stone(s) as per table given below: 
	10 days



	
	TABLE OF MILESTONE(S)



	
	S.No.
	Financial progress
	Time allowed           (from date of start)
	Amount to be withheld in case of non-achievement of milestone

	
	1.
	1/8th (of whole work)
	1/4th  (of whole work)
	In the event of not achieving the necessary progress as assessed from the running payments, 1% of the tender value of work will be withheld for failure of each milestone.

	
	2.
	3/8th (of whole work)
	1/2 (of whole work)
	

	
	3.
	3/4th (of whole work)
	3/4th (of whole work)
	

	
	4.
	Full
	Full
	

	
	

	
	Time allowed for execution of work :


	3 Months

	Clause 6, 6A
	Clause applicable –(6 or 6A)
	

	Clause 7
	Gross work to be done together with net payment / adjustment of advances for material collected, if any, since the last such payment for being eligible to interim payment 




	Rs. 2,35,000/- (Rupees Two lac thirty five thousand only)

	Clause 10A
	List of testing equipment to be provided by the contractor at site lab.
	

	1………………………………..         2 …………………………………. 

3  ………………………………         4 …………………………………
     5 ………………………………    6 …………………………………

	Clause 10 B(ii)
	Whether clauses 10 B (ii) shall be applicable
	                     Yes/ No

	Clause 10 CA
	Materials covered under this clause
	Nearest Material for which All India wholesale price index is to be followed.

	
	1………………………………..          …………………………………

2 ………………………………          …………………………………
3  ………………………………          …………………………………


	Clause

10 CC
	Clause 10CC to be applicable in contracts with stipulated period of completion exceeding the period shown in the text column.
	Not applicable ( Being stipulated period not more than 18 months)

	
	
	

	Clause11


	Specifications to be followed for execution of work
	(i) CPWD Specifications 1996 Vol. I to VI with up to date correction slips & Revised Specifications 2002 for cement mortar, cement concrete & RCC work. 

(ii) For additional Specifications/ Particular specifications  and various conditions refer to  tender document   

	Clause 12
	
	

	12.2 & 12.3
	Deviation limit beyond which clause 12.2 & 12.3 shall apply for building work
	30%

	12.5
	Deviation limit beyond which clause 12.2 & 12.3 shall apply for foundation work
	
100%

	
	
	

	Clause 16
	Competent Authority for deciding reduced rates 
	Superintending Engineer Civil Building Maintenance Circle M-32, PWD,(GNCTD)


	Clause 18
	List of mandatory machinery, tools & plants to be deployed by the contractor at site:-
	

	
	1   ……………..                  2 ……………..  

3 ……………..          4 ……………..  
5  ……………..         6 ……………..  

	Clause 36 (i)

Requirement of Technical Representative(s) and recovery Rate
	

	S.

No.

Minimum 

qualification of 

technical 

representative

Discipline

Designation 

(Principal 

technical/

technical

representative

Minimum experience

Number

Rate at which recovery shall

be made from the contractor

in the event of not fulfilling 

provision of clause 36(i)

Figures

words

1

Graduate Engineer 

         Or 

Diploma    

Holder
Civil

Principal

technical 

representative

Nil 

5 Years

1

no.

Rs.10,000/-       

Per Month

Rs. Ten
thousand only

Per Month
Assistant Engineers retired from Govt. services that are holding Diploma will be treated at par 

with graduate engineers.



	Clause42
	
	

	i)  (a)
	Schedule/statement for determining theoretical quantity of cement & bitumen. On the basis of Delhi Schedule of Rates 2007 printed by CPWD with up to date correction slips

	ii)
	Variations permissible on the theoretical quantities 


	

	a)
	Cement for works with estimated cost put to tender not more than  Rs. 5 lacs. 

For works with estimated cost put to tender more than Rs. 5 lacs


	3% plus/ minus

2% plus/minus.

	b)
	Bitumen  for all works


	2.5% plus only & nil on minus side



	c)
	Steel reinforcement and structural steel sections for each diameter, section and category.
	2% plus/minus.

	d)
	All other materials
	NIL


RECOVERY RATES FOR QUANTITIES BEYOND PERMISSIBLE VARIATION

	Sl. No.
	Description of item
	Rates in figures and words at which recovery shall be made from the contractor  



	
	
	Excess beyond permissible variation
	Less use beyond the permissible variation

	1.


	Cement
	--
	Rs. 5100 /MT

	2.
	Steel reinforcement
	---
	---



	3.
	Structural sections


	---
	---

	4.
	Bitumen issued free


	---
	---

	5.
	Bitumen issued at stipulated fixed price
	
	


LIST OF RECOMMENDED MAKES OF MATERIALS 

The materials of the following make of first/standard quality only shall be used in the work. In case it is established that the brands specified below are not available in the market, the contractor shall submit alternative proposal for the approval of the Engineer–in-Charge. However, tests prescribed in CPWD Specifications - 1996 should be carried out in all cases.

----------------------------------------------------------------------------------------------------------------------------

S.No. 
Description
Recommended manufacturer/make

----------------------------------------------------------------------------------------------------------------------------

1.
Ceramic tiles

Somany, Kajaria, NITCO, Orient

2.
Primers, paints,Acrylic paint, water proofing
ICI , Snowcem (India)

              cement paint, wall putty etc.


3
Lime


Satna, Dehradun

4
Sanitary ware and fittings 

Parryware, Hindware, Seabird, Neycer





Orient (Coral)

5
Beveled edge mirror/mirror
Atul, Jolly, Modiguard

6
Centrifugally cast (spun) iron 
              Neco, R.I.F., S.K.F., B.C, H.I.F 


S&S pipes and fittings

conforming to IS : 3989-1984

7
GI pipes


Tata, Jindal  Hissar

8
Aluminum sections

Hindalco, Jindal, Indian Aluminium Co. 

9
Water proofing compound

Cico, Pidilite, Snowcem.

10
Acrylic Washable Distemper


(a)
M/S Goodlass Nerolac Paints
Nerolac Super

10/20 kg

(b)
M/S Berger Paint

Bison

(c)
M/S Asian Paints 

Tractor

11
Oil Bound Washable Distemper

(a)
M/S Goodlass Nerolac Paints
Nerolac washable
10/20 kg

(b)
M/S Berger Paint

Bison

(c)
M/S Asian Paints 

Tractor

12
Synthetic Enamel Paint

(a)
M/S Goodlass Nerolac Paints
Nerolac Full Gloss
4 Ltr 

(b)
M/S Berger Paint

Luxol hi-Gloss 


(c)
M/S Asian Paints 

Apcolite

(d)
ICI 


(Dulux Gloss)

13
Plastic Emulsion Paint

(a)
M/S Goodlass Nerolac Paints
Nerolac 

4 Ltr 

(b)
M/S Berger Paint

Vinyl

(c)
M/S Asian Paints 

Super Decoplast

14.         G.I. Fittings    (tee cross elbow)                                     “R” Brand, Unik, Zoloto -M

15.
M.S. Section windows

                                      Prithvi,  Nav   

16.
Cement
(Grey) (43 Grade)  in bags                                L&T, Ambuja, Birla Jute, JK Cement,  




                                              JP Rewa, ACC
                                      


PARTICULAR SPECIFICATIONS

1.   In case of any variation between different applicable specifications, the following order of precedence  shall be followed.

(i) Description of schedule of quantities.

(ii) Particular Specifications and special conditions attached with the tender documents.

(iii) Drawings

(iv) CPWD Specifications.

(v) Indian Standard Specifications of BIS.

2.
The  rates of various items of work also  deemed to include the rate for carrying out the work  in/ or under water and foul condition. Nothing extra whatsoever unless otherwise specified in the tender document shall be paid to the Contractor for carrying out the work in / or under water and foul condition.

3.
On issue of letter of acceptance of the tender, the  tenderer whose tender is accepted shall in addition to the performance guarantee, deposit with the Engineer-in-Charge the tendered cost of all the credit items of dismantled materials as provided in the tender document in the form of demand draft of any scheduled bank drawn  in favour of  ‘ Executive Engineer CBMD M322, PWD, GNCTD’ alongwith performance guarantee.

4.
Before taking up the items involving dismantlement,  pre-measurement will be got done by the Contractor from the Engineer-in-charge/ authorized representative of the Engineer-in-charge.

5.
No dismantled material will be removed by the contractor from the site of work without obtaining written permission/ authority of the Engineer-in-charge or his authorized representative.

6.
The contractor shall be required to produce samples of all building materials sufficiently in advance to obtain approval of the Engineer-in-Charge. The materials to be used in actual execution of the work shall strictly conform to the quality of samples approved. In case of variation, such materials shall        be rejected.

7.
The contractor shall be required to provide testing appliances at site, such as weighing scale, graduated cylinder, standard sieves, thermometer, slump cone etc. in order to enable the Engineer-in-Charge to conduct field tests to ensure that the quality is consistent with the prescribed specifications and nothing extra shall be paid on this account.

8.
The contractor shall, at his own cost, make all arrangement and shall provide such facilities as the Engineer-in-Charge may require for collecting, preparing and forwarding the required number of samples for tests at such time and to such places, as directed by the Engineer-in-Charge. Nothing extra shall be paid for the above, including the cost of materials to be tested.

9.
Wherever any reference to any Indian Standard Specifications occurs in the documents related to this contract, the same shall be inclusive of all amendments issued there to or revision thereof, if any, up to the date of opening of tenders.

10.
Any cement slurry added over base surface or added for continuation of concreting for better bond is considered to have been included in the item (unless otherwise explicitly stated) and nothing extra shall be payable or extra cement considered in consumption on this account.

11.
Preference shall be given to those articles which bear ISI certification marks. In case articles bearing ISI certification marks are not available, the quality of samples brought by the contractor shall be judged by the standards laid down in the relevant ISI specifications/CPWD Specifications. All materials and articles brought by the contractor to the site for use shall conform to the samples approved, which shall be preserved till the completion of the work. However, such articles which bear ISI mark but banned by CPWD will not be used.

12.
The structural and architectural drawings of the work shall at all times be properly correlated by the contractor before executing any work and no claim whatsoever shall be entertained for failing to do so. However, in case of any discrepancy in the item given in the schedule of quantities appended with the tender and architectural drawings relating to the relevant item, the former shall prevail unless otherwise given in writing by the Engineer-in-Charge.

13.
Issue of steel of diameter above 10mm will be regulated on standard sectional weight basis as per para 5.3.3 of Revised CPWD Specifications 2002 for Cement Mortar, Cement Concrete, and RCC Works. However, for MS bars, or tor - steel bars up to and including 10mm diameter which are billed by the suppliers on actual weight basis, will be verified and accounted for in the stock account on actual weight basis and will also be issued on actual weight basis.

14
Stipulated materials shall not be issued for factory made products like pre-cast cement tiles, pre-cast hollow concrete blocks, pre-cast foam concrete blocks, interlocking paver blocks, cement concrete kerb stone, pre-cast RCC pipes etc. 

15. The contractor shall ensure the entire water supply, sanitary installation and drainage work executed by him is leak proof and shall  give a performance test of the entire water supply, sanitary installations, and   drainage work as per standard specifications before the work is finally accepted, and nothing extra whatsoever shall be payable to the contractor for the test.

16. Unless otherwise specially provided, the rates mentioned for various item are for executing work on all floors / heights wherever provided payment for work at different floors, and extra payment for the items of RCC work, brick work,   concrete work and stone masonry above different floor levels shall be made at the rates provided for these items. For operation of these rates, the floor level shall be considered as the top of main structural RCC slab in that floor viz. top of RCC slab in main room and not the top of any sunk or depressed floor in lavatory.

17. Nothing extra shall be paid for making holes in walls/RCC members etc. for fixing suspenders and frame works and making good the same to restore the original surface.

18
Contractors may be required to execute this work in / or under water and under foul condition. The  rates of various items of work also  deemed to include the rate for carrying out the work  in/ or under water and foul condition. Nothing extra whatsoever unless otherwise specified in the tender document beyond what is provided in the schedule of quantities shall be paid to the Contractor for carrying out the work in / or under water and foul condition.
SPECIAL CONDITIONS

1. In the tender papers, the word CPWD shall include PWD (GNCTD), wherever applicable.

2.  Before tendering, the tenderer shall inspect the site of work and shall fully acquaint himself about the conditions with regard to site, nature of soil, availability of materials, suitable location for construction of godowns, stores and labour huts, the extent of leads and lifts involved in the work over the entire duration of contract including local conditions, traffic restrictions, obstructions, and other conditions and restrictions by the administrative authorities, and such other factors as may be required for satisfactory execution of the work. He should take into consideration all such factors and contingencies while quoting his rates. No claim whatsoever shall be entertained by the Department on this account and nothing extra on any account beyond the items provided in this tender document shall be payable to the contractor..

3. The contractor must study the specifications and conditions carefully before tendering.

4. Before start of the work, the contractor shall submit the programme of execution of work and get it approved from the Engineer-in-Charge and strictly adhere to the same for timely completion of the project/work.

5. The contractor shall have to make approaches to the site, if so required, and keep them in good condition for transportation of labour and materials as well as inspection of works by the Engineer-in-Charge. Nothing extra shall be paid on this account.

6. All arrangements for traffic diversion during construction including maintenance of diversion roads shall be considered as incidental to the work and contractor’s responsibility and nothing shall be payable to him in this respect.

7. The contractor shall take all necessary measures for the safety of traffic during construction and provide, erect and maintain such barricades, including signs, markings, warning lamps, flag lights and flagman as necessary at either end of the excavation/embankment and at such intermediate points, as directed by the Engineer-in-Charge for the proper identification of construction area. He shall be responsible for all damages and accidents caused due to negligence on his part.

8. The contractor shall provide suitable barricading with suitably painted single row of G.I. sheets about 900mm wide nailed to or bolted with wooden poles spaced at 2 to 3 meter apart, each pole         being 1.6 m to 2 m long, 80 to 100 mm diameter. The poles will be embedded in mobile iron pedestal rings suitably framed for giving stable support without hindering the traffic as per direction of the Engineer-in-Charge. All management (including watch and ward) of barricades shall be the full responsibility of the contractor. The barricades shall be removed only after completion of the work or part of the work. The contractor’s rates shall include all the above items of work and nothing extra shall be paid to the contractor over and above his quoted rates.

9. The work shall be carried out in such a manner so as not to interfere or effect or disturb other works being executed by other agencies, if any.

10. Any damage done by the contractor to any existing work shall be made good by him at his own cost, failing which the same shall be got done at his risk and cost.

11. The work shall be carried out in a manner complying in all respects with the requirement of relevant bye-laws of the local bodies under the jurisdiction of which the work is to be executed and nothing extra shall be paid on this account.

12. For completing the work in time, the contractor might be required to work in two or more shifts including night shifts and no claims whatsoever shall be entertained on this account, notwithstanding the fact that the contractor will have to pay extra amount to the labourers and other staff engaged directly or indirectly on the work according to the provisions of the labour regulation and/or for any other reason.

13. The contractor shall make his own arrangements for obtaining electric connections, if required, and make necessary payments directly to the authority concerned. The department will, however, make  reasonable recommendations to the authority concerned in this regard.

14. The contractor or his authorized representative should always be available at the site of work to take instructions
from departmental officers, and ensure proper execution of work. No work should be done in the absence of such authorized representative.

15. The contractor shall maintain in good condition all work executed till the completion of entire work allotted to the contractor.

16. No payment will be made to the contractor for damage caused by rains, or other natural calamities during the execution of the work and no such claim on this account will be entertained.

17. Royalty at the prevalent rates and all other incidental expenditure shall have to be paid by the contractor on the boulders, stone aggregate, shingle, earth, sand, bajri etc. collected by him for the execution of the work direct to the concerned Revenue Authority of the State or Central Govt. His rates are deemed to include all such expenditure and nothing extra shall be paid.

18. The malba/garbage removed from the site shall be disposed of by the contractor at the MCD approved dumping site or at any other suitable place as directed by the  Engineer-in-Charge.

19. The materials to be issued to the contractor and the place of delivery shall be as mentioned in the  Schedule ‘F’ of the tender documents. If these are delivered at any other site, the difference in cost due to cartage will be adjusted accordingly. The contractor shall have to cart at his cost the materials to the site of work as soon as these are issued. The materials will be issued during the working hours and as per rules of the Central Store of CPWD or the store of PWD, Delhi government.

20. The contractor shall construct suitable godown at the site of work for storing the materials safe against damage due to sun, rain, dampness, fire, theft etc. He shall also employ necessary watch and ward establishment for the purpose and no extra claim whatsoever shall be entertained on  this account.

21. The contractor shall bear all incidental charges for cartage, storage and safe custody of materials issued to him by the department.

22. The contractor shall maintain and render proper account of all materials issued to him by the department, consumed by him on the work and the balance, if any, in the first week of every month. If he fails to do so, no further quantity of materials shall be issued to him and he shall be wholly responsible if any delay occurs in the completion of the work on this account.

23. The contractor  shall engage, with the prior approval of the Engineer-in-charge, a specialized agency for execution of integral cement based water proofing treatment of roof (brick coba). In order to be eligible for approval the specialized agency must have satisfactorily executed at least one work of Rs. 4 lacs, completed during last 5 years ending last day of the month previous to the one in which the tenders are invited.

24. The advance income tax @ 2% on the gross value of work done and the Building & other Construction Workers welfare Cess @ 1% and  surcharge/ and or cess on Income tax applicable as per rules on the gross value of work done shall be deducted at source on payment to the contractor from every running and final bill as per rules applicable.

25. 
For water to be used in the work, the contractor shall make his own arrangement including boring of tube well, if necessary, and nothing extra shall be paid by the Department for arrangement of water or on its treatment as per requirements laid down in IS : 456 / 2000, Para 5.4 or CPWD Specification 1996 Volume-I to VI with  upto date correction slips .

26. Any legal or financial implications resulting out of disposal of malba/ dismantled material shall be sole responsibility of the contractor. Nothing extra shall be paid on this account.

27. The contractor shall conduct his work, so as not to interfere with or hinder the  progress or completion of the work being performed by other contractor(s) or by the Engineer-In-Charge and shall as far as possible arrange his work and shall place and dispose off the materials being used or removed so as not to interfere with the operations of other contractor or he shall arrange his work with that of the others in an acceptable and coordinated manner and shall perform it in proper sequence to the complete satisfaction of others and nothing extra shall be payable on this account.

28. The Contractor shall prepare an integrated programme chart for the execution of work, showing clearly all activities from the start of work to completion, with details of manpower, equipment and machinery required for the fulfillment of the programme within the stipulated period or earlier and submit the same for approval of the Engineer-In-Charge within 15 days of the issue of letter of acceptance for the contract. 

29. Existing drains, pipes,  sewer lines, water lines and similar services encountered in the course of the execution of work shall be protected against the damage by the contractor at his own expense. The contractor shall not store materials or otherwise occupy any part of the site in a manner likely to hinder the operation of such services.  In case temporary supporting/shifting of such services is required to facilitate the work, the same shall be done by the contractor at no extra cost.

30. The contractor shall be responsible for the watch and ward / guard of the work, safety of all fittings and fixtures including sanitary and water supply fittings and fixtures provided by him against pilferage and breakage during the period of installations and thereafter till the completed work is physically handed over to the department. No extra payment shall be made on this account.

31. The contractor shall be fully responsible for the safe custody of materials brought by him/ issued to him even though the materials may be under double lock key system.

32. It will be the liability of the contractor to rectify the defects of leakages/ seepages thorough soil/ waste pipe joints in plumbing and sanitary system  including replacement with in 24 months of date of actual completion of work recorded by the Engineer-in-Charge.

33. The work shall remain open for inspection by the  quality control unit of circle office, QCTA unit of CPWD, third party quality assurance appointed for the purpose and CTE of Central vigilance commission in addition to the Engineer-in-charge and his authorized representatives. The contractor will have no objection for the inspection of the  work by these authorities and  he shall attend the  observations promptly in the work raised by these authorities at no extra cost.
CONDITIONS FOR CEMENT & STEEL TO BE ARRANGED BY THE CONTRACTOR

CONDITIONS FOR CEMENT 

1. The contractor shall procure 33 grade (conforming to IS : 269) or 43 grade (conforming IS : 8112) ordinary Portland cement, as required in the work, from reputed manufacturers of cement, having a production-capacity of one million tones per annum or more, such as ACC, L&T, JP Rewa, Vikram, Shri Cement, Birla Jute and cement Corporation of India etc. as approved by Ministry of Industry, Govt. of India and holding license to use ISI certification mark for their product whose name shall be got approved from Engineer-in-charge. Supply of cement shall be taken in 50 kg bags bearing manufacturer’s name and ISI marking. Samples of cement arranged by the contractor shall be taken by the Engineer-in-charge and got tested in accordance with provisions of relevant BIS Codes. In case test results indicate that the cement arranged by the contractor does not conform to the relevant BIS Codes, the same shall stand rejected and shall be removed from the site by the contractor at his own cost within a week’s time of written order from the Engineer-in-charge to do so.

2. The cement shall be brought at site in bulk supply of approximately 10 tonnes or as decided by the Engineer-in-charge.

3. The cement godown of the capacity to store a minimum of 400 bags of cement shall be constructed at site of work for which no extra payment shall be made.  Double lock provision shall be made to the door of the cement godown.  The keys of one lock shall remain with the Engineer-in-charge or his authorized representative and the key of the other lock shall remain with the contractor.  The contractor shall be responsible for the watch and ward and safety of the cement godown.  The contractor shall facilitate the inspection of the cement godown by the Engineer-in-charge at any time.

4. The contractor shall supply free of charge the cement required for testing.  The cost of tests shall be borne by the contractor/Department in the manner indicated below :


(i)  By the contractor, if the results shall that the cement does not conform the relevant BIS Codes.


(ii) By the Department, if the results show that the cement conforms to relevant BIS Codes.

5.
The actual issue and consumption of cement on work shall be regulated and proper accounts maintained as provided in clause 10 of the contract.  The theoretical consumption of cement shall be worked out as per procedure prescribed in clause 42 of the contract and shall be governed by conditions laid therein.

6.
Cement brought to site and cement remaining unused after completion of work shall not be removed from site without written permission of the Engineer-in-charge.

CONDITIONS FOR STEEL

1.
The contractor shall procure steel reinforcement bars conforming to relevant BIS Codes from main producers as approved by the Ministry of Steel.  The contractor shall have to obtain and furnish test certificates to the Engineer-in-charge in respect of all supplies of steel brought by him to the site of work.  Samples shall also be taken and got tested by the Engineer-in-charge as per the provisions in this regard in relevant BIS Codes.  In case the test results indicate that the steel stand rejected and shall be removed from the site of work by the contractor at his cost within a week’s time from written orders from the Engineer-in-charge to do so.

2.
The steel reinforcement shall be brought to the site as decided by the Engineer-in-charge.

3.
The steel reinforcement shall be stored by the contractor at site of work in such a way as to prevent distortion and corrosion and nothing extra shall be paid on this account.  Bars of different sizes and lengths shall be stored separately to facilitate easy counting and checking.

4.
For checking nominal mass, tensile strength, bend test, re-bend test etc. specimen of sufficient length shall be cut from each size of the bar at random at frequency not less than that specified below.

	Size of bar
	For consignment below 100 tonnes
	For consignment over 100 tonnes

	Under 10 mm dia.
	One sample for each 25 tonnes or part thereof 
	One sample for each 40 tonnes or part thereof 

	10 mm to 16 mm dia
	One sample for each 35 tonnes or part thereof
	One sample for each 45 tonnes or part thereof

	Over 16 mm dia.
	One sample for each 45 tonnes or part thereof
	One sample for each 50 tonnes or part thereof


5.
The contractor shall supply free of charge the steel required for testing.  The cost of tests shall be borne by the contractor/Department in the manner indicated below :

(i)  By the contractor, if the results shall that the steel does not conform the relevant BIS Codes.


(ii) By the Department, if the results show that the steel conforms to relevant BIS Codes

6.
The actual issue and consumption of steel on work shall be regulated and proper accounts maintained as provided in clause 10 of the contract.  The theoretical consumption of steel shall be worked out as per procedure prescribed in clause 42 of the contract and shall be governed by conditions laid therein.

7.
Steel brought to site and steel remaining unused after completion of work shall not be removed from site without written permission of the Engineer-in-charge.

                                               FORM OF PERFORMANCE SECURITY

BANK GUARANTEE BOND
In consideration of the President of India (hereinafter called The Government)

having offered to accept the terms and conditions of the proposed agreement between ……………………….. and ……………………………………………….. (hereinafter called the said contractor(s) for the work …………………………………………………………………………… (hereafter called the said agreement) having agreed to production of a irrevocable bank guarantee for Rs. …………………… (Rs. …………………………………………………….… only) as a security/ guarantee from the contractors (s) for compliance of his obligations in accordance with the terms and conditions in the said agreement. 

1.          We ……………………………………. (hereinafter referred to as the Bank) hereby 

      (Indicate the name of the bank) undertake to pay to the Government an amount not  exceeding Rs. …………………. only on demand by the Government .   

2.          We ………………………………….. do hereby undertake to pay the amounts due 

                  (indicate  the name of the bank) 

             and payable under this guarantee without any demure, merely on a demand from the Government stating that the amount claimed is required to meet the recoveries due or likely to be due from the said contractors(s). Any such demand made on the bank shall be conclusive as regards the amount due and payable by the bank under this guarantee. However, our liability under this guarantee shall be restricted to an amount not exceeding Rs. ……………. (Rs.…………………………………….……………only) 

3.
We, the said bank further undertake to pay to the Government any money so demanded notwithstanding any dispute or disputes raised by the contractor(s) in any suit or proceeding pending before any court or tribunal relating thereto, our liability under this present being absolute and unequivocal.

The payment so made by us under this bond shall be a valid discharge of our liability for payment there under and the contractor(s) shall have no claim against us for making such payment.

 4.
          We___________________________ further agree that the guarantee herein

   
                 (indicate the name of the bank) 

contained shall remain in full force and effect during the period that would be taken for the performance of the said agreement and that it shall continue to be enforceable till all the dues of the Government under or by virtue of the said agreement have been fully paid and its claims satisfied or discharged or till Engineer-in-Charge on behalf of the Government certified  that the terms and conditions of the said agreement have been fully and properly carried out by the said contractor(s) and accordingly discharges this guarantee. 

5.
          We ______________________________ further agree with the Government that  


                      (indicate the name of the bank) 

the Government shall have the fullest liberty without our consent and without effecting in any manner our obligations hereunder to vary any of the terms and conditions of the said agreement or to extend time of performance by the said contractor(s) from time to time or to postpone for any time or from time to time any of the powers exercisable by the Government against the said contractor(s) and to forbear or enforce any of the terms and conditions relating to the said agreement and we shall not be relieved from our liability by reason of any such variation, or extension being granted to the said contractor(s) or for any forbearance, act of omission on the part of the Government or any indulgence by the Government to the said contractor(s) or by any such matter or thing whatsoever which under the law relating to sureties would, but for this provision, have effect of so relieving us.

6.
This guarantee will not be discharged due to the change in the constitution of the bank or the contractor(s).

7.
We ________________________________ lastly undertake not to revoke this     

                       (indicate the name of the bank)                                                      

guarantee except with the previous consent of the Government in writing. 

8.
          This guarantee shall be valid up to____________ unless extended on demand by

Government. Notwithstanding anything mentioned above, our liability against this guarantee is restricted to Rs.__________________ (Rupees ________ _________________________ only) and unless a claim in writing is lodged with us within Six months of the date of expiry or the extended date of expiry of this guarantee, all our liabilities under this guarantee shall                  stand discharged. 

Dated 
the _______________________ day of ______________________ for 

____________________________________(indicate the name of bank) 
GUARANTEE TO BE EXECUTED BY CONTRACTORS FOR REMOVAL OF DEFECTS AFTER 

COMPLETION IN RESPECT OF WATER PROOFING WORKS 
This Agreement made this……**…………..day of……………***…………….two thousand Seven……**………………………………between………**…………S/o……………**………..of M/S …………**…………….……………….(hereinafter called the Guarantor) of the one part and the President of India (hereinafter called the Government) of the other part.

Whereas this agreement is supplementary to a contract (hereinafter called the Contract) dated……**……  made between the Guarantor of the one part and the Government of the other part, whereby the contractor, inter alia, undertook to render the work Subway and structures in the said contracts recited completely water and leak proof .

AND WHEREAS THE GUARANTOR agreed to give a guarantee to the effect that the said Subway and structures will remain water proof and leak proof for Ten Years to be reckoned form the date of completion of the work.

 NOW THE GUARANTOR hereby guarantees that the work executed by him will remain structurally stable, leak proof and after the expiry  of maintenance period prescribed in the contract  for a minimum life of Ten years to reckoned form the date of completion of the work.

 The decision of the engineer –in-charge with regard to nature and cause of defect shall be final.  

During this period of guarantee the Guarantor shall make good all defects, and in case of any defect being found he shall render the service to make functional at his cost to the satisfaction of the Engineer-in-Charge and shall commence the works of such rectification within seven days from the date of issue of the notice from the Engineer-in-Charge calling upon him to rectify the defects, failing which the work shall be got done by the Department by some other contractor at the GUARANTOR’S cost and risk and in the latter case the decision of the Engineer-in-Charge as to the cost recoverable from the Guarantor shall be final and binding.

That if the Guarantor fails to make good all defects, commits breach there under than the guarantor will indemnify the principal and his successors against all loss, damage, cost, expense or otherwise which may be incurred by him by reason of any default on the part of the 

GUARANTOR in performance and observance of this supplementary agreement.  As to the amount of loss and/or damage and/or cost incurred by the Government, the decision of the Engineer-in-Charge will be final and binding on the parties.

In witness whereof these presents have been executed by the Obligor……*………… and by………*…….. for and on behalf of the President of India on the day, month and year first above written.

SIGNED, SEALED and delivered by OBLIGOR in the presence of  :-

1……………………………………

2…………………………………...






















                   GUARANTOR

SIGNED for and on behalf of THE PRESIDENT OF INDIA BY Executive Engineer, PWD (NCTD) Division No M-323.In presence of :

1…………………………………………..

2…………………………………………

EXECUTIVE ENGINEER
PROFORMA FOR   GUARANTEE BOND TO BE EXECUTED BY THE CONTRACTOR
FOR REMOVAL OF DEFECTS AFTER COMPLETION 

IN RESPECT OF PLUMBING/ SANITARY INSTALLATIONS / WATER SUPPLY  WORK.


The agreement made this.................... day of ................. (Two Thousand ………… only) .............. between ....................................S/o ...............................................(hereinafter called the GUARANTOR of the one part) and the PRESIDENT OF INDIA (hereinafter called the Government of the other part)


WHEREAS THIS agreement is supplementary to a contract (Hereinafter called the Contract) dated .................................. and made between the GUARANTOR OF THE ONE PART AND the Government of the other part, whereby the contractor inter alia, undertook to render the work in the said contract recited structurally stable, leak proof and sound material, workmanship, anodizing, colouring, sealing.


AND WHEREAS THE GUARANTOR agreed to give a guarantee to the affect that the said work will remain structurally stable, leak proof and guaranteed against faulty material and workmanship, and finishing for TWENTY FOUR MONTHS  from the date of completion of work.


NOW THE GUARANTOR hereby guarantee that work executed by him will be free from any leakage, seepage, cracks in pipes and guaranteed against faulty material and workmanship, defective galvanizing for two years to be reckoned from the date  of completion recorded by the Engineer-in- charge.


The decision of the Engineer-In-Charge with regard to nature and cause of defect shall be final.


During this period of guarantee, the guarantor shall make good all defects and in case of any defect to satisfaction of Engineer-in-charge at his cost and shall commence the work for such rectification within seven days from the date of issue of the notice from the Engineer-in-charge calling upon him to rectify the defects failing which the work shall be got done by the Department by some other contractor at the guarantor’s cost and risk. The decision of the Engineer-in-Charge as to the cost payable by the Guarantor shall be final and binding.


That if the guarantor fails to make good all defects or commits breach thereunder, then the guarantor will indemnify the principal and his successor against all loss, damage, cost expense or otherwise which may be incurred by him by reason of any default on the part of the GUARANTOR in performance  and observance of this supplementary agreement. As to the amount of loss and/or damage and or cost incurred by the Government, the decision of the Engineer-in-charge will be final and binding on both the parties.


IN WITNESS WHEREOF these presents have been executed by the obligator .............................................................................and ................................................. by ........................................... for and on behalf of the PRESIDENT OF INDIA on the day, month and year first above written.


SIGNED, sealed and delivered by OBLIGATOR in the presence of :-

1.
....................................................


2.
............................................


SIGNED FOR AND ON BEHALF OF THE PRESIDENT OF INDIA BY......................... in the presence of :-

1.
...................................................



2.
....................
	
	SCHEDULE OF QUANTITIES


	

	Name of Work :
	Renovation work at Tool Room & Training Center at Wazipur Industrial Area, Delhi. 

	
	
	(SH: Construction of compressor room, aluminium partition work, false ceiling & 

	
	
	PVC. tile flooring etc. at rooms.)
	 
	
	
	

	
	
	
	
	
	
	

	ItemNo
	DSR Item
	Description
	Unit
	Quantity
	Rate
	Amount 

	 
	 
	 
	 
	 
	 
	 

	1
	2.8
	Earth work in excavation by mechanical means (Hydraulic Excavator )/ manual means in foundation trenches or drains (not exceeding 1.5 m in width or 10 sum on plan) including dressing of sides and ramming of bottoms, lift upto 1.5 m, including getting out the excavated soil and disposal of surplus excavated soil as directed, within a lead of 50 m.
	 
	 
	 
	 

	 
	2.8.1
	All kinds of soil.
	cum
	23.50
	103.40
	2430.00

	 
	 
	 
	 
	 
	 
	 

	2
	2.10
	Excavating trenches of required width for pipes, cables, etc  including excavation for sockets, and dressing of sides, ramming of bottoms, depth upto 1.5  m including getting out  the excavated soil, and then returning the soil as required, in  layers not exceeding 20 cm in depth including consolidating each deposited layer by ramming, watering, etc. and disposing of surplus excavated soil as directed, within a lead of 50 m :
	 
	 
	 
	 

	 
	2.10.1.2
	Pipes, cables etc. exceeding 80 mm dia. but not exceeding 300 mm dia.
	metre
	45.00
	115.05
	5177.00

	 
	 
	 
	 
	 
	 
	 

	3
	2.25
	Filling available excavated earth (excluding rock) in trenches, plinth, sides of foundations etc. in layers not exceeding 20cm in depth, consolidating each deposited layer by ramming and watering, lead up to 50 m and lift upto 1.5 m.
	cum
	4.30
	45.70
	197.00

	 
	 
	 
	 
	 
	 
	 

	4
	2.27
	Supplying and filling in plinth with Jamuna sand under floors including, watering, ramming  consolidating and dressing complete.
	cum
	3.10
	301.50
	935.00

	 
	 
	 
	 
	 
	 
	 

	5
	4.1
	Providing and laying in position cement concrete of specified grade excluding the cost of centring and shuttering - All work upto plinth level :
	 
	 
	 
	 

	 
	4.1.3
	1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 20 mm nominal size)          
	cum
	1.00
	3257.45
	3257.00

	 
	4.1.10
	1:5:10 (1 cement : 5 coarse sand : 10 graded stone aggregate 40 mm nominal size)          
	cum
	8.50
	2237.75
	19021.00

	 
	 
	 
	 
	 
	 
	 

	6
	4.10
	Providing and laying damp-proof course 40mm thick with cement concrete 1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 12.5mm nominal size).
	sqm
	3.70
	144.15
	533.00

	 
	 
	 
	 
	 
	 
	 

	7
	4.13
	Applying a coat of residual petroleum bitumen of penetration 80/100 of approved quality using 1.7kg per square metre on damp proof course after cleaning the surface with  brushes and finally with a piece of cloth lightly soaked in kerosene oil.
	sqm
	3.70
	58.60
	217.00

	 
	 
	 
	 
	 
	 
	 

	8
	4.17
	Making plinth protection 50mm thick of cement concrete 1:3:6 (1 cement : 3 coarse sand : 6 graded stone aggregate 20 mm nominal size) over 75mm bed by dry brick ballast 40mm nominal size well rammed and consolidated and grouted with fine sand including  finishing the top smooth.
	sqm
	11.00
	222.65
	2449.00

	 
	 
	 
	 
	 
	 
	 

	9
	5.3
	Reinforced cement concrete work in  beams, suspended floors, roofs having slope upto 15° landings, balconies, shelves, chajjas, lintels, bands, plain window sills, staircases and spiral stair cases upto floor five level excluding the cost of centring, shuttering, finishing and reinforcement with 1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 20 mm nominal size).
	cum
	0.40
	3673.85
	1470.00

	 
	 
	 
	 
	 
	 
	 

	10
	5.9
	Centring and shuttering including strutting, propping etc. and removal of form for :
	 
	 
	 
	 

	 
	5.9.5
	Lintels, beams, plinth beams, girders, bressumers and cantilevers.
	sqm
	6.00
	162.65
	976.00

	 
	 
	 
	 
	 
	 
	 

	11
	5.16
	Providing, hoisting and fixing upto floor five level precast reinforced cement concrete in shelves including setting in cement mortar 1:3 (1 cement : 3 coarse sand), cost of required centring, shuttering and finishing with neat cement punning on exposed surfaces but excluding  the  cost  of   reinforcement  with  1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 12.5mm nominal size).
	cum
	0.20
	6840.10
	1368.00

	 
	 
	 
	 
	 
	 
	 

	12
	5.22
	Reinforcement for R.C.C. work including straightening, cutting, bending, placing in position and binding all complete.
	 
	 
	 
	 

	 
	5.22.6
	Thermo-Mechanically Treated bars.
	kg
	60.00
	42.70
	2562.00

	 
	 
	 
	 
	 
	 
	 

	13
	6.1
	Brick work with F.P.S. bricks of class designation 75 in  foundation and plinth in: 
	 
	 
	 
	 

	 
	6.1.2
	Cement mortar 1:6 (1 cement : 6 coarse sand)
	cum
	7.50
	2121.75
	15913.00

	 
	 
	 
	 
	 
	 
	 

	14
	6.4
	Brick work with F.P.S. bricks of class designation 75 in superstructure above plinth level upto floor V level in all shapes and sizes in :
	 
	 
	 
	 

	 
	6.4.2
	Cement mortar 1:6 (1 cement : 6 coarse sand)
	cum
	4.70
	2430.25
	11422.00

	 
	 
	 
	 
	 
	 
	 

	15
	6.13
	Half brick masonry with F.P.S. bricks of class designation 75 in superstructure above plinth level upto floor V level.
	 
	 
	 
	 

	 
	6.13.2
	Cement mortar 1:4 (1 cement :4 coarse sand)
	sqm
	27.50
	302.80
	8327.00

	 
	 
	 
	 
	 
	 
	 

	16
	8.2
	Providing and fixing 18mm thick gang saw cut mirror polished (premoulded and prepolished) machine cut for kitchen platforms, vanity counters ,window sills , facias and similar locations of required size of approved shade, colour and texture laid over 20mm thick base cement mortar 1:4 (1 cement : 4 coarse sand) with joints treated with white cement, mixed with matching pigment, epoxy touch ups, including rubbing, curing moulding and polishing to edge to give high gloss finish etc. complete at all levels.
	 
	 
	 
	 

	 
	8.2.2
	Granite of any colour and shade
	 
	 
	 
	 

	 
	8.2.2.2
	Area of slab over 0.50 sqm
	sqm
	5.00
	2480.20
	12401.00

	 
	 
	 
	 
	 
	 
	 

	17
	8.3
	Extra for providing edge moulding to 18mm thick marble stone counters, Vanities etc. including machine polishing to edge to give high gloss finish etc. complete as per design approved by Engineer-in-Charge.
	 
	 
	 
	 

	 
	8.3.2
	Granite work.
	metre
	12.00
	97.60
	1171.00

	 
	 
	 
	 
	 
	 
	 

	18
	8.4
	Extra for fixing marble /granite stone over and above corresponding basic item, in facia and drops of width upto 150 mm with epoxy resin based adhesive including cleaning etc. complete.
	metre
	3.50
	106.80
	374.00

	 
	 
	 
	 
	 
	 
	 

	19
	8.5
	Extra for providing opening of required size & shape for wash basins/ kitchen sink in kitchen platform, vanity counters and similar location in marble/Granite/stone work  including necessary  holes  for pillar taps etc. including rubbing and polishing of cut edges etc. complete.
	each
	3.00
	151.00
	453.00

	 
	 
	 
	 
	 
	 
	 

	20
	9.48
	Providing and fixing M.S. grills of required pattern in frames of windows etc. with M.S. flats, square or round bars etc. all complete.
	 
	 
	 
	 

	 
	9.48.1
	Fixed to steel windows by welding.
	kg
	20.00
	59.25
	1185.00

	 
	 
	 
	 
	 
	 
	 

	21
	9.76
	Providing and fixing bright finished brass 100mm mortic latch with one dead bolt and a pair of lever handles with necessary screws etc. complete (best make of approved quality).
	each
	1.00
	332.65
	333.00

	 
	 
	 
	 
	 
	 
	 

	22
	9.100
	Providing and fixing aluminium handles ISI
	 
	 
	 
	 

	 
	 
	marked anodised (anodic coating not less than
	 
	 
	 
	 

	 
	 
	grade AC 10 as per IS : 1868) transparent or
	 
	 
	 
	 

	 
	 
	dyed to required colour or shade with
	 
	 
	 
	 

	 
	 
	necessary screws etc. complete:
	 
	 
	 
	 

	 
	9.100.2
	100 mm
	each
	4.00
	35.30
	141.00

	 
	9.100.3
	75 mm
	each
	33.00
	28.35
	936.00

	 
	 
	 
	 
	 
	 
	 

	23
	10.5
	Providing and fixing 1mm thick M.S. sheet  door with frame of 40x40x6mm angle iron and 3mm M.S. gusset plates at the junctions and corners, all necessary fittings complete, including applying a priming coat of approved steel primer.
	 
	 
	 
	 

	 
	10.5.2
	Using flats 30x6mm for diagonal braces and central cross piece.
	sqm
	2.60
	1600.10
	4160.00

	 
	 
	 
	 
	 
	 
	 

	24
	10.11
	Providing and fixing factory made ISI marked steel glazed doors, windows and ventilators side /top /centre hung with beading and all members such as K11 B and K12 B etc. complete of standard rolled steel sections, joints mitred and flash butt welded and sash bars tenoned and rivetted with 15x3mm lugs, 10cm long, embedded in cement concrete blocks 15x10x10cm of 1:3:6 (1 cement : 3 coarse sand : 6 graded stone aggregate 20mm nominal size) or with wooden plugs and screws or rawl plugs and screws or with fixing clips or with bolts and nuts as required, including providing and fixing of hinges, pivots, float glass panes with glazing clips and special metal sash putty of approved make and a priming coat of approved steel primer excluding the cost of  other fittings except necessary hinges or pivots complete as per approved design.
	kg
	15.00
	178.90
	2684.00

	 
	 
	 
	 
	 
	 
	 

	25
	10.13
	Providing and fixing T-iron frames for doors, windows and ventilators of mild steel Tee-sections, joints mitred and welded with 15x3 mm lugs 10cm long embedded in cement concrete blocks 15x10x10 cm of 1:3:6 (1 cement : 3 coarse sand : 6 graded stone aggregate 20 mm nominal size) or with wooden plugs and screws or with dash fastener  or rawl plugs and screws or with fixing clips or with bolts and nuts as require including fixing of necessary butt hinges and screws and applying a priming coat of approved steel primer.
	kg
	25.00
	51.15
	1279.00

	 
	 
	 
	 
	 
	 
	 

	26
	10.16
	Steel work in built up tubular trusses including cutting, hoisting fixing in position and applying a priming coat of approved steel primer, welded and bolted including special shaped washers etc. complete.
	 
	 
	 
	 

	 
	10.16.1
	Hot finished welded type tubes
	kg
	100.00
	61.50
	6150.00

	 
	 
	 
	 
	 
	 
	 

	27
	10.25
	Steel work welded in built up sections/ framed work including cutting, hoisting, fixing in position and applying a priming coat of approved steel primer using structural steel etc. as required.
	 
	 
	 
	 

	 
	10.25.2
	In gratings, frames, guard bar, ladder, railings, brackets, gates and similar works.
	kg
	33.00
	51.20
	1690.00

	 
	 
	 
	 
	 
	 
	 

	28
	11.3
	Cement concrete flooring 1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate) finished with a floating coat of neat cement including cement slurry, but excluding the cost of nosing of steps etc. complete.
	 
	 
	 
	 

	 
	11.3.1
	40mm thick with 20mm nominal size stone aggregate.
	sqm
	6.00
	192.95
	1158.00

	 
	 
	 
	 
	 
	 
	 

	29
	14.46
	Removing dry or oil bound distemper,  water proofing cement paint and the like by scrapping, sand papering and preparing the surface smooth including necessary repairs to scratches etc. complete.
	sqm
	185.00
	4.25
	786.00

	 
	 
	 
	 
	 
	 
	 

	30
	N.S.
	P/F homogeneous  Polyvinyl chloride sheet/ tile in flooring and skirting in approved pattern on a smooth and damp proof base using rubber based adhesives of approved quality and manufacturer  like Dunlop S-758, Fevicol SR-998 or equivalent including  rolling with light wooden roller weighing about 5 kg all complete as directed by the Engineer-in-charge, in approved colour and shade.
	 
	 
	 
	 

	.
	 
	2.0 mm thick sheet
	sqm
	191.00
	603.00
	115173.00

	 
	 
	 
	 
	 
	 
	 

	31
	12.8
	Providing non-asbestos high impact Polypropylene reinforced cement 6 mm thick corrugated sheets (As per IS:14871) roofing upto any pitch and fixing with polymer coated J or L hooks, bolts and nuts 8mm dia. G.I. plain and  bitumen washers or with self drilling fastener and EPDM washers etc. complete excluding the cost of purlins, rafters and trusses: corrugated sheets and including cutting to size and shape wherever required.
	sqm
	12.00
	294.95
	3539.00

	 
	 
	 
	 
	 
	 
	 

	32
	12.45
	Providing and fixing at all height false ceiling including providing and fixing of frame work made of special sections power pressed from M.S. sheet and galvanised in accordance with zinc coating of grade 350 as per IS : 277 and consisting of angle cleats of size 25mm wide x 1.6mm thick with flanges of 22mm and 37mm at 1200mm centre to centre one flange fixed to the ceiling with dash fastener 12.5mm diax40mm long with 6mm dia bolts to the angle hangers of 25x25x0.55mm of required length, and other end of angle hanger being fixed with nut and bolts to G.I. channels 45x15x0.9mm running at the rate of 1200mm centre to centre to which the ceiling section 0.5mm thick button wedge of 80mm with tapered flanges of 26mm each having clips of 10.5mm at 450mm 
	 
	 
	 
	 

	 
	 
	centre to centre shall be fixed in a direction perpendicular to G.I. channel with connecting clips made out of 2.64mm diax230mm long G.I. wire at every junction including fixing the gypsum board with ceiling section and perimeter channels 0.5mm thick 27mm high having flanges of 20mm and 30mm long, the perimeter of ceiling fixed to wall/partition with the help of rawl plugs at 450mm centre to centre with 25mm long drive-all screws @ 230mm interval including jointing and fixing to a flush finish of tapered and square edges of the board with recommended filler, jointing tapes, finisher and two coats of primer suitable for board as per manufactures specification and also including the cost of making openings for light fittings, grills, diffusers, cutouts made with frame of perimeter channels suitably fixed all complete as per drawing and specification and direction of the Engineer in Charge but excluding the cost of painting with :
	 
	 
	 
	 

	 
	12.45.1
	12.5 mm thick tapered edge gypsum board conforming to IS: 2095- Part I, 
	sqm
	162.00
	502.10
	81340.00

	 
	 
	 
	 
	 
	 
	 

	33
	13.4
	12 mm cement plaster of mix :
	 
	 
	 
	 

	 
	13.4.2
	1:6 (1 cement : 6 coarse sand)
	sqm
	28.00
	72.70
	2036.00

	 
	 
	 
	 
	 
	 
	 

	34
	13.5
	15 mm cement plaster on rough side of single or half brick wall of mix :
	 
	 
	 
	 

	 
	13.5.2
	1:6 (1 cement : 6 coarse sand)
	sqm
	55.00
	84.55
	4650.00

	 
	 
	 
	 
	 
	 
	 

	35
	13.26
	Providing and applying plaster of paris putty of 2 mm thickness over plastered surface to prepare the surface even and smooth complete
	sqm
	160.00
	47.20
	7552.00

	 
	 
	 
	 
	 
	 
	 

	36
	13.37
	White washing with lime to give an even shade:
	 
	 
	 
	 

	 
	13.37.1
	New work (three or more coats)
	sqm
	38.00
	6.75
	257.00

	 
	 
	 
	 
	 
	 
	 

	37
	13.43
	Applying one coat of cement primer of approved brand and manufacture on wall surface :
	 
	 
	 
	 

	 
	13.43.1
	Cement primer.
	sqm
	350.00
	17.20
	6020.00

	 
	 
	 
	 
	 
	 
	 

	38
	13.44
	Finishing walls with water proofing cement paint of required shade :
	 
	 
	 
	 

	 
	13.44.1
	New work (Two or more coats applied @ 3.84 kg/10 sum).
	sqm
	28.00
	30.80
	862.00

	 
	 
	 
	 
	 
	 
	 

	39
	13.60
	Wall painting with plastic emulsion paint of approved brand and manufacture to give an even shade:          
	 
	 
	 
	 

	 
	13.60.1
	Two or more coats on new work
	sqm
	350.00
	40.05
	14018.00

	 
	 
	 
	 
	 
	 
	 

	40
	13.61
	Painting with synthetic enamel paint of approved brand and manufacture to  give an even shade :
	 
	 
	 
	 

	 
	13.61.1
	Two or more coats on new work
	sqm
	30.00
	35.35
	1061.00

	 
	 
	 
	 
	 
	 
	 

	41
	15.2
	Demolishing cement concrete manually/ by mechanical means including disposal of material within 50 metres lead as per direction of Engineer-in-charge.
	 
	 
	 
	 

	 
	15.2.1
	1:3:6 or richer mix
	cum
	3.50
	368.45
	1290.00

	 
	15.2.2
	1:4:8 or leaner mix
	cum
	6.50
	226.90
	1475.00

	 
	 
	 
	 
	 
	 
	 

	42
	17.7
	Providing and fixing wash basin with C.I. brackets, 15 mm C.P. brass pillar taps,32 mm C.P. brass waste of standard pattern,  including  painting of fittings and brackets, cutting and making good the walls wherever require :
	 
	 
	 
	 

	 
	17.7.11
	Stainless Steel AISI-304(18/8) Wash basin 530x345 mm with single 15 mm C.P. brass pillar tap.
	each
	3.00
	2090.25
	6271.00

	 
	 
	 
	 
	 
	 
	 

	43
	17.35
	Providing and fixing soil, waste and vent pipes : 
	 
	 
	 
	 

	 
	17.35.2
	75 mm diameter :
	 
	 
	 
	 

	 
	17.35.2.1
	Sand cast iron S&S pipe as per IS: 1729.
	metre
	8.00
	395.45
	3164.00

	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 

	44
	17.39
	Providing and fixing plain bend of required degree.
	 
	 
	 
	 

	 
	17.39.2
	75 mm
	 
	 
	 
	 

	 
	17.39.2.1
	Sand cast iron S&S as per IS -1729
	each
	1.00
	175.15
	175.00

	 
	 
	 
	 
	 
	 
	 

	45
	17.36
	Providing and filling the joints with spun yarn cement slurry and cement mortar 1:2 ( 1 cement : 2 fine sand) in S.C.I./ C.I. Pipes :
	 
	 
	 
	 

	 
	17.36.1
	75 mm dia pipe
	each
	8.00
	25.30
	202.00

	 
	 
	 
	 
	 
	 
	 

	46
	17.60
	Providing and fixing trap of self cleansing design with screwed down or hinged grating with or without vent arm complete, including cost of cutting and making good the walls and floors :
	 
	 
	 
	 

	 
	17.60.2
	100 mm inlet and  75 mm outlet
	 
	 
	 
	 

	 
	17.60.2.2
	Sand Cast iron S&S as per IS- 1729.
	each
	1.00
	375.90
	376.00

	 
	 
	 
	 
	 
	 
	 

	47
	18.10
	Providing and fixing G.I. pipes complete with G.I. fittings and clamps, including cutting and making good the walls etc.

Internal work - Exposed on wall
	 
	 
	 
	 

	 
	18.10.4
	32 mm dia. nominal bore
	metre
	1.80
	226.10
	407.00

	 
	 
	 
	 
	 
	 
	 

	48
	18.12
	Providing and fixing G.I. pipes complete with G.I. fittings including trenching and refilling etc.
External work :
	 
	 
	 
	 

	 
	18.12.2
	20 mm  dia. nominal bore
	metre
	28.00
	116.60
	3265.00

	 
	 
	 
	 
	 
	 
	 

	49
	18.16
	Providing and fixing brass stop cock of approved quality :
	 
	 
	 
	 

	 
	18.16.1
	15 mm nominal bore
	each
	3.00
	191.70
	575.00

	 
	 
	 
	 
	 
	 
	 

	50
	18.21
	Providing and fixing uplasticised PVC connection pipe with brass unions :
	 
	 
	 
	 

	 
	18.21.2
	45 cm length
	 
	 
	 
	 

	 
	18.21.2.1
	15 mm nominal bore
	each
	3.00
	44.75
	134.00

	 
	 
	 
	 
	 
	 
	 

	51
	18.46
	Providing and fixing G.I. Union in G.I. pipe including cutting and threading the pipe and making long screws etc. complete (New work)          
	 
	 
	 
	 

	 
	18.46.2
	20 mm nominal bore
	each
	5.00
	96.80
	484.00

	 
	 
	 
	 
	 
	 
	 

	52
	19.1
	Providing, laying and jointing glazed stoneware pipes grade ‘A’ with stiff mixture of cement mortar in the proportion of 1:1 (1 cement : 1 fine sand) including testing of joints etc. complete :
	 
	 
	 
	 

	 
	19.1.2
	150 mm diameter
	metre
	45.00
	151.65
	6824.00

	 
	 
	 
	 
	 
	 
	 

	53
	19.2
	Providing and laying cement concrete 1:5:10 (1 cement : 5 coarse sand : 10 graded stone aggregate 40 mm nominal size) all-round S.W. pipes including bed concrete as per standard design:
	 
	 
	 
	 

	 
	19.2.2
	150 mm diameter S.W. pipe
	metre
	45.00
	405.05
	18227.00

	 
	 
	 
	 
	 
	 
	 

	54
	19.4
	Providing and fixing square-mouth S.W. gully trap grade 'A'’ complete with C.I. grating brick masonry chamber with water tight C.I. cover with frame of 300 x300 mm size (inside) the weight of cover to be not less than 4.50 kg and frame to be not less than 2.70 kg as per standard design :
	 
	 
	 
	 

	 
	19.4.1
	100x100 mm size P type
	 
	 
	 
	 

	 
	19.4.1.1
	With F.P.S. Bricks class designation 75
	each
	1.00
	935.15
	935.00

	 
	 
	 
	 
	 
	 
	 

	55
	19.7
	Constructing brick masonry manhole in cement mortar 1:4 ( 1 cement : 4 coarse sand ) R.C.C. top slab with 1:2:4 mix (1 cement : 2 coarse sand : 4 graded stone aggregate 20 mm nominal size), foundation concrete 1:4:8 mix (1 cement : 4 coarse sand : 8 graded stone aggregate 40mm nominal size) inside plastering 12mm thick with cement mortar 1:3 (1 cement : 3 coarse sand) finished with floating coat of neat cement and making channels in cement concrete 1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 20mm nominal size) finished with a floating coat of neat cement complete as per standard design :
	 
	 
	 
	 

	 
	19.7.1
	Inside size 90x80 cm and 45 cm deep including C.I. cover with frame (light duty) 455x610 mm internal dimensions total weight of cover and frame to be not less than 38 kg (weight of cover 23 kg and weight of frame 15 kg) :
	 
	 
	 
	 

	 
	19.7.1.1
	With F.P.S. bricks with class designation 75
	each
	4.00
	5383.70
	21535.00

	 
	 
	 
	 
	 
	 
	 

	56
	21.1
	Providing and fixing aluminium work for doors, windows, ventilators and partitions with extruded built up standard tubular sections/ appropriate Z sections and other sections of approved make conforming to IS: 733 and IS : 1285, fixed with rawl plugs and screws or with fixing clips, or with expansion hold fasteners including necessary filling up of gaps at junctions, at top, bottom and sides with required PVC/neoprene felt etc. Aluminium sections shall be smooth, rust free, straight, mitred and jointed mechanically wherever required including cleat angle, Aluminium snap beading for glazing / panelling,  C.P. brass / stainless steel screws, all complete as per architectural drawings and the directions of Engineer-in-charge. (Glazing and  panelling to be paid for separately) :
	 
	 
	 
	 

	 
	21.1.1
	For fixed portion.
	 
	 
	 
	 

	 
	21.1.1.1
	Anodised aluminium (anodised transparent or dyed to required shade according to IS: 1868, Minimum anodic coating of grade AC 15)
	kg
	565.00
	290.45
	164104.00

	 
	 
	 
	 
	 
	 
	 

	 
	21.1.2
	For shutters of doors, windows & ventilators including providing and fixing hinges/ pivots and making provision for fixing of fittings wherever required including the cost of PVC / neoprene gasket required  (Fittings shall be paid for separately).
	 
	 
	 
	 

	 
	21.1.2.1
	Anodised aluminium (anodised transparent or dyed to required shade according to IS: 1868, Minimum anodic coating of grade AC 15)
	kg
	220.00
	310.45
	68299.00

	 
	 
	 
	 
	 
	 
	 

	57
	21.2
	Providing and fixing 12mm thick Pre-laminated particle board flat pressed three layer or graded wood particle board conforming to IS: 12823 Grade l Type ll, in panelling fixed in aluminium doors, windows shutters and partition frames with C.P. brass / stainless steel screws etc. complete as per architectural drawings and directions of engineer-in-charge.
	 
	 
	 
	 

	 
	21.2.2
	Pre-laminated particle board with decorative lamination on both sides.
	sqm
	7.00
	812.60
	5688.00

	 
	 
	 
	 
	 
	 
	 

	58
	21.3
	Providing and fixing glazing in aluminium door, window, ventilator shutters and partitions etc. with PVC/ neoprene gasket etc. complete as per the architectural drawings and the directions of engineer-in-charge . (Cost of aluminium snap beading shall be paid in basic item) :
	 
	 
	 
	 

	 
	21.3.2
	With float  glass panes of 5.50 mm thickness
	sqm
	45.00
	673.55
	30310.00

	 
	 
	 
	 
	 
	 
	 

	59
	21.4
	Providing and fixing double action hydraulic floor spring of approved brand and manufacture IS : 6315 marked, for doors including cost of cutting floors as required, embedding in floors and cover plates with brass pivot and single piece M.S. sheet outer box with slide plate etc. complete as per the direction of Engineer-in-charge.
	 
	 
	 
	 

	 
	21.4.1
	With stainless steel cover plate
	each
	2.00
	1733.50
	3467.00

	 
	 
	 
	 
	 
	 
	 

	60
	N.S.
	Carriage of malba by mechanical transport i/c
	cum
	10.00
	104.04
	1040.00

	 
	 
	loading, unloading and stacking with in 
	 
	 
	 
	 

	 
	 
	15 km lead
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 

	61
	N.S.
	Providing & fixing venetian blinds (vertical type) of  "VISTA" make or equivalent in windows, etc. as per direction of Engineer-in-Charge.
	sqm
	18.00
	1253.70
	22567.00

	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	Total
	
	708477.00
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